
MATERIALS FOR GLUED FLOORS

JUNCKERS PARQUET GLUE

Item no. 099127

Adhesive for gluing Junckers wooden Ĉoors.

Available in cans of 10 litres/15.6 kg.

Further product information, see H 6.1.

JUNCKERS LIQUID MOISTURE BARRIER

Item no. 150300

To be used as primer on concrete subĈoors with underĈoor heating and on concrete

subĈoors with a moisture content higher than recommended.

Available in cans of 5.5 kg..

Further product information, see H 6.5.

JUNCKERS METAL ADHESIVE SPATULA B11

Item no. 099131

When the concrete subĈoor needs to be primed with Junckers Liquid Moisture Barrier.

Use this spatula to apply Junckers Parquet Glue.
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JUNCKERS PLASTIC ADHESIVE SPATULAS

Item no. 099128

Use this spatula to apply Junckers Parquet Glue on:

Wood based subĈoors

Concrete subĈoors, when it is not necessary to prime with Junckers Liquid

Moisture Barrier. 

SPACERS

To keep the required 10 board measurement, 10-BM.

Item number

Dimension

Pack size

099031

0.2 mm

300 pcs

099032

0.4 mm

300 pcs

099033

0.6 mm

300 pcs

099034

0.8 mm

300 pcs

LOOSE TONGUES

Loose tongues made of beech wood. 

Bags of 15 x 600 mm = 9 rm.

Item no. 095900: 
6 X 12 mm for Ĉoor thickness 20.5 and 22 mm.

Item no. 096000: 
4 X 8 mm for Ĉoor thickness 14 and 15 mm.  

SHIPSDECKING STRIPS

3 x 8 mm black strip. To be Ćxed on the Ĉoor board tongue for absorption of Ĉuctuations

within the Ĉoor.

Item no. 096500: 
Floor thickness 20.5 and 22 mm - 1,000 metres.

Item no. 096600: 
Floor thickness 14 and 15 mm - 30 metres.
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